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TYPICAL CROSS SECTIONS

EXISTING AND PROPOSED ROADWAY AMD PAVEMENT MARKING PLANS
_DETEIC;?'OR LOOP REPLACEMENT PLAN

DETAILS FOR FRAMES & LIDS ADJUSTMENT WITH MILLING
PAVEMENT PATCHING FOR HMA SURFACED PAVEMENT

CURE OR CURE AND GUYTER REMOVAL AND REPLACEMENT

BUTT JOINT AND HMA TAPER DETAIL

STANDARDS

STE. NO,  DESCRIPTION

00000t~ fp STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS
442201~ @3 CLASS C & D PATCHES
B0B001~ 24 CONCRETE CURB AND COMBINATION CONCRETE CURB AND GUTTER

79%306_—03 LANE CLOSURE, 2L, 2%, SLOW MOVING OPERATION
ONLY FOR SPEED » 45 MPH

T01336-fp LANE CLOSURE, 2L, 2W, WORK AREAS IN SERIES FOR SPEED 345 MPH -
TOI606 ~OB URBAN LANE CLOSURE, MULTILANE, 2W, WITH MOUNTABLE MEDIAN.
701701 = G URBAM LANE CLOSURE, MULTILANE INTERSECTION

701501~ O TRAFFIC CONTROL DEVICES
721310 -07

TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS, AMD DRIVEWAYS

TYPICAL APPLICATION RAISED REFLECTIVE PAVEMENT MARKERS (SNOW PLOW RESISTANT!

OISTRICT ONE TYPICAL PAVEMENT MARKINGS
PAVEMENT MARKING LETTERS AND SYMBOLS FOR TRAFFIC STAGING

ARTERIAL ROAD INFORMATION SIGN

DETEC?OR LOOP INSTALLATION DETAILS FOR ROADWAY RESURFACING

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JUL.LE." AT (8OO} 892-0123
GR Biif FOR FIELD LOCAYIONS OF BURIED ELELTRIC, TELEPHONE, AND GAS FACILITIES. 48 HOUR
NOTIFICATION IS REQUIRED.

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY COMPANIES;
THE VILLAGE -OF NORTH AURCRA AND THE CITY OF AURORA.

THE CONTRACTOR WILL NGT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE PROPERTY ©

WITHOUT WRITTEN PERMISSIONS FROM THE DEPARTMENT.

BUTT JOINTS WILL BE INSTALLED AT YHE ENDS OF ALL RESURFACING (WHERE RESURFACING MEETS
EXISTING PAVEMENT), IN ACCORDANCE WITH THE “BUTY JOINT AND MMA TAPER DETAILS.”
SHEEY INCLUDED N THE PLANS, UNLESS OTHERWISE SPECIFIED.

THE RESIDENT ENGINEER SHALL CONYACY DON CHIRUGI, AREA TRAFFIC FIELD ENGINEER AT

347 741-‘3:857 A MINIMUM OF TWO WEEKS PRIGR 7O PLACEMENT OF PERMANENT PAVEMENT MARKINCS,

GENERAL NOTES (CONTINUED)

10 FEET TRANSITIONS SHALL BE USED TC MATCH PROPOSED CURZ AMD GUTTER

AND MEDIAM ITEME OF WORK TO EXISTING CURBS 2 GUTTER AND MECIANS IN THE FIELD,
UNLESS DYHERWISE SHOWN. THE TRANSITONS SHALL BE PAID FOR AT THE CONTRACT umiT
PRICE FOR THE PROPOSE(D ITEMS OF WORK SPECIFIED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL OVERHEAD, SURFACE,
AND UNDERGROUND UTILITIES WITHIN THE PROJECT LIMITS WHETHER OR NQT THE

UTILITES ARE SHOWN ON THE PLANS, ANY UTILITY THAT 1S DAMAGED DURING CONSTRUCTION
SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AT HIS OWN EXPENSE.

THE RESIGENT ENGINEER 3HALL CONTALT THE TRAFFIC CONTROL SUPERVISOR AT {847 705-447C
& MINIMUM OF 72 HOURS PRIOR TC THE PLACEMENT OF ANY TRAFFIC CONTROL DEVICES,

BEFORL BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD FOR FUTURE REFERENCE,
ALL EXISTING PAVEMENT MARKINGS LINES ( AND RAISED REFLECTIVE MARKINGS! IN ORDER YHAT THESE
LOCATIONS CAN BE RE-ESTABLISHED FOR STRIPING, EXACT LOCATIONS OF ALL PAVEMENT MARKINGS
SHALL BE AS DIRECTED BY THE ENGINEER,

ANY PAVEMENT MARKINGS AND RAISED REFLECTIVE PAVEMENT MAKERS GBLITERATED BY MILLING AND
RESURFACING OPERATIONS ON SIDE STREETS AND ENTRANCES SHALLBE REPLACED ARE PAID FOR IN KIND,

ALl DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED REFLECTIVE PAVEMENT MARKERS QUYSIDE THE
REMOVAL LINE SHOWN ON THE PLANS SHALL BE REPLACED AT NG ADDITIONAL CQST 7O THE OEPARTMENT.

ALL PAVEMENY PATCHING LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE ENGINEER.

LOCATION OF COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT [OR COMBINATION
CRUB AND GUTTER (THE TYPE SPECIFIED ON THE PLANSI), WILL BE DETERMINEC IN THE FIftD 8Y THE
ENGINEER.

DRAINAGE ADJUSTMENT OR RECONSTRUCTION LOCATIONS WLl BE.DETERMINED IN THE FIELD BY
THE ENGINCER.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY 7O VERIFY ALL DIMENSIONS AND CONDITIONS EXISTING
[N THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS.

FRAMES AND GRATES ADJUSTMENT OF PRIVATE UTILITIES WITHIN THE LIMITS OF THE PROJECTS
SHALL BE DONE BY THEIR RESPECTIVE OWNERS AND ARE NOT PART OF THIS CONTRACY.

THESE PLANS HAVE BEEN PREPARED FROM NOTES RECEIVED FROM THE BUREAU OF CONSTRUCTION,

THE THICKNESS OF THE HMA MIXTURE SHOWN ON THE PLANS 1S THE NOMINAL THICKNESS. DEVIATIONS FROM
THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TQ IRREGULARITIES M
THE EXISTING SURFACE OR BASE ON WHICH THE HMA MIXTURE IS PLACED,

EXISTING BROXEN FRAMES AND LIS SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR AND
SHALL BE REFLACED AS DIRECTEDR BY THE ENGINEER. REPLACEMENT FRAMES AND LIDS WILL BE PAID
FOR ACCORDING TO ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS UNLESS A SEPARATE PAY {TLM
HAS BEEN PROVIDED.,

FOR FRAMES AND LIDS ADJUSTMENY WITHOUT MILLING, REUSE EXISTING FRAME AND LID UNLESS OTHERWISE
SPECIFIED IN THE PLANS,

DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.

DOUBLE LANE MARKERS ARE 7O BE USED AS SHOWN ON THE DISTRICT ONE DETAIL "TYPICAL APPLICATIONS-
RAISED REFELCTIVE PAVEMENT MARKERS {SNOW-PLOW RESISTANTY SHOWN IN THE PLANS.

PAVEMENT MARKING TAPE, TYPE [Il SHALL BE USED FOR SHORT TERM-PAVEMENT MARKINGS ON ALL FINAL
SURFACES. THE QOST OF THE PAVEMENT MARKING TAPE, TYPE 1if AND ITS REMOVAL SHALL BE INCLUDED
IN THE COST OF SHORT TERM PAVEMENT MARKING.

WHEN MILLED PAVEMENT IS GPEN TO TRAFFIC THE MAXIMUM ORADE DIFFERENTIAL BETWEEN
FASSES OF THE MILLING MACHINE SHALL NOT EXCEED 1 1/2 INCHES WHERE THE SPEED
LIMIT IS 45 MPH QR LESS AND | INCH WHERE THE SPEED LIMIT 1S GREATER THAN 45 MPH.
WiTet WRITTEN APPROVAL FROM THE ENGINEER, A MAXIMUM GRADE. DIFFERENTIAL OF 3 INCHES
MAY BE ALLOWED IF THE EDGE OF THE WILLING SLOPED A MINIMUM 1:3 (Vi)
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